
*Based on a smartphone with an average battery capacity of 1,400mAh
**Based on a Tablet with an average battery capacity of 8,000mAh

verbatim.com

Use on High Ballast Factor ballasts may reduce the lifetime.

PL Lamp Ballast 
Compatibility

Electronic Ballast
99005 / 99006 / 
99007 / 99008

99009 / 99010 / 
99015 / 99057

Brand Model# One-Lamp 
Connection

Two-Lamp 
Connection

One-Lamp 
Connection

Two-Lamp 
Connection

Philips-Advance REB-113-M6-EL ✔

Philips-Advance REB-118-M6-BLS ✔

Philips-Advance REB-2S13-M6-EL ✔

Philips-Advance REB-2S18-M6-EL ✔

Philips-Advance ICF-2S18-M1-BS ✔ ✔

Philips-Advance ICF-2S18-H1-BS ✔ ✔

Sunpark LC12011T ✔

Sunpark SL27T ✔ ✔

Triad-Universal C218UNVME ✔ ✔

Triad-Universal C213UNVME ✔ ✔

Keystone KTEB-213-1-TP-SC-RJS ✔ ✔

Robertson RP13

Robertson RENB1L26120 ✔ ✔

B+L technologies NU6-2128-PS✔ ✔

Hatch HC213PS/UV/D ✔ ✔ ✔

Hatch HC218PS/UV/D ✔ ✔

GE C213-MVPS-3W ✔ ✔ ✔


